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SECTION 1 – Getting Acquainted 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Front View 

1. Touchscreen Display (Control Panel) – Displays Menu and information about Printer 
status. You can set Printer features and control Printer functions from this display. 

2. Printhead Door – Provides access to Print Engine, Printhead and Service Station. 
NOTE: All doors must remain shut when printer is busy (printing, performing maintenance). 

3. Soft-Power Button – Used to power-up and power-down the Print Engine. 
             NOTE: Button illuminates with blue light when Print Engine is powered-up (ON). 

4. Exit Transport Cover – Opens to provide access to media path and Media Transport Belts. 

5. 
Ink Tank Door – Provides access to Ink Tanks, Waste Ink Tray and Clamshell Latch.  
Opening Ink Tank Door disconnects Printer communication to Ink Tanks, allowing for safe Ink 
Tank installation/replacement. 

NOTE: All doors must remain shut when printer is busy (printing, performing maintenance). 

6. 
Clamshell – Upper section of Print Engine containing Printhead and Service Station.  
Raises up/down based on Media Thickness setting.  
To open Clamshell (hinged at rear) and gain access to media path/print area, open Ink Tank 
Door [5] and release (pull out on) Clamshell Latch [A].  

7. 
Backup/Transfer Port – Used to backup system/debug log files and stored jobs to a USB 
Flash Drive. See “Appendix C – Backup/Transfer Port” for more details. 
          CAUTION: Do NOT connect devices, other than USB Flash Drives, to this port. 
                             NOTE: This port may NOT be present on all printers. 
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Entry End & Connections View 

1. Media Side Guide - Inner – Used to guide inner edge of Media. 

2. Media Side Guide - Outer – Used to guide outer edge of media. 

3. 

Feeder/Entry Sensor Assembly (adjustable) – Contains two sensors.  
Feeder Sensor is used to measure/monitor media length and control when next 
piece feeds.  Entry Sensor detects leading edge of media as it enters Print Engine 
area. Adjustable position accommodates varying media widths/positions and to 
avoid problem areas on media surface.  
IMPORTANT: Be sure to position sensor assembly over media’s path. 

4. Sheet Separators (four) – Separates each piece of media as it is fed. 

5. 
Media Support Wedge Extensions – Narrow and Wide Media Support Wedge 
Extensions are provided to accommodate a wider variety of different media widths 
and lengths. They attach to the Rear Media Support Guide [7]. 

6. Feed Rollers (twelve) – Delivers media from Feeder section into Print Engine area.  

7. Rear Media Support Guide/Sled – Helps to force media against sheet separation 
area. Narrow and Wide Media Support Wedge Extensions attach to this device. 

8. Network Port – Ethernet cable attaches to Printer here 

9. USB Port  – USB cable attaches to Printer here. 

10. Interface Port – DB-9 Interface to connect Printer with other equipment (future use) 

11. 

Main Power Switch, Receptacle and Fuse. – Plug in power cord here.  
Switch turns main power ON/OFF. Fuse protects Printer’s electronic circuits. 

IMPORTANT! Press Soft-Power Button to power-down Print Engine. Wait until Soft-
Power Button light turns off before you turn off main power switch. 

For best system performance, it is recommended to keep Print Engine  
powered-up at all times. 
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Print Engine View (Under Printhead Door)  

1. Service Station Sled Motor – Moves Service Station in and out from under 
Printhead Assembly for inspection, cleaning or service. 

2. Ink Revolver Couplings – Connect ink hoses to Printhead Cartridge. Printhead 
Latch extends and retracts couplings from Printhead. 

3. 

Printhead Latch – When closed connects Ink Revolver Couplings with Printhead 
Cartridge. When opened, retracts Ink Revolver Couplings from Printhead Cartridge 
and provides access to Printhead Cartridge for removal/replacement.  
WARNING! Never attempt to open Printhead Latch manually, severe damage will 
result. Use “Release Printhead” or “System Deprime” feature from Touchscreen. 

4. Printhead Cartridge – Memjet® Printhead produces an 8.77" (222.8 mm) wide full 
color print area.  

5. 

Service Station – Maintains the Printhead. 
The Printhead Assembly lifts and Service Station slides under Printhead to perform 
Printhead maintenance and or to cap Printhead. The Service Station slides out from 
under Printhead and Printhead Assembly lowers for printing and or “sled inspection”. 
Contains 3 major components. 

- Wiper Roller – Cleans excess ink and debris from Printhead. 
- Cap – Keeps inkjet nozzles hydrated and protected when not in use.  
- Tray – Holds above components and initially captures waste ink, which is then 

pumped into Waste Ink Tray. 

6. 
Printhead Assembly Lifter Motor – Lifts and lowers Printhead Assembly.  
During printing, Printhead Assembly is lowered.  
During Printhead maintenance/cleaning or capping, Printhead Assembly lifts to allow 
Service Station to slide under Printhead. 

5 
4 

6 

1 

2 3 
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Ink Tank View (Behind Ink Tank Door)  

1. 

Clamshell Latch – Used to release and open Clamshell to clear media jams, 
install/exchange Print Platen & Drip Tray and cleaning. Pull Latch out to release. 
Open Clamshell slowly to allow “Sump Pump” to remove waste ink from Service 
Station Tray and avoid ink spills. 

WARNING! To reduce the chance of ink spills from the Service Station Tray, avoid 
opening the Clamshell when there is printer activity, such as “wiper transfer”, 
occurring.  

2. Ink Tank Securing Latches – Used to hold Ink Tanks securely into slots. 
NOTE: Make sure both sides, at bottom part of latch, are engaged. 

3. Ink Door Switch – When Ink Tank Door is opened, Switch shuts down 
communication between Printer and Ink Tanks for safe removal and replacement.  

4. Ink Tanks – Printer has 5 Ink Tanks: Cyan (C), Yellow (Y), Magenta (M), Black (K1), 
Black (K2). Each Ink Tank is inserted into its appropriate color slot. 

5. 

Waste Ink Tray – Catches and absorbs waste ink produced by the system.  
This tray is filled with absorbent material.  
This tray must be replaced when it becomes saturated. Please inspect routinely. 
The tabs located at left and right sides of the tray secure tray to frame. Please be 
sure tabs “click” into frame, to secure the tray's position. 
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Print Zone View (Under Clamshell)  

1. 
Entry Sensor Reflector – Reflects sensor beam back to Media Entry Sensor.  
The leading edge of the media is detected as media passes between Entry Sensor 
and Reflector.  

2. Paperpath Surface – Flat metal surface supports media for smooth transport 
through Print Area. 

3. Clamshell "Open" Switch – Signals Printer when Clamshell Latch is released and 
Clamshell is opened.  

4. Clamshell Latch – Used to release and open Clamshell to clear media jams, 
install/exchange Print Platen & Drip Tray and cleaning. Pull Latch out to release. 

5. Clamshell Support – Holds up Clamshell during maintenance and service. 

6. Printhead Opening – Printhead will be presented in this opening during printing 
and during “Inspect Sled” event.  

7. Exit Starwheel Assembly – Starwheels allow for media, with freshly printed image, 
to be transported smoothly from print area with minimal image transfer.  

8. Media Transport Rollers – Keep media moving through Print Area. 

9. Media Transport Belts – Moves printed media out of the Printer. 

10. 

Print Platen & Drip Tray – Located under Printhead.  
Print Platen supports media during printing process.  
Two different Print Platens (High and Low) are provided with printer. 
Drip Tray catches any excess ink during printing and purging process. 
CAUTION! Make sure this assembly has been properly installed before you power-
up and start using the printer. Be careful not to spill ink when removing assembly. 
This assembly must be removed and cleaned routinely to avoid ink overflow. 
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SECTION 2 – Installing Printer 

Before using Printer: 
¶ Conduct Transport Inspection.  Upon delivery, inspect packaging and report any issues to the Carrier. 
¶ Gather Tools 
¶ Choose a location for Printer 
¶ Unpack and verify Accessory Box contents 
¶ Remove shipping materials – Yellow Zip-Ties, Foam Block and Shipping Tape 
¶ Install Print Platen & Drip Tray Assembly 
¶ Attach Media Guides to Printer 
¶ Plug in Printer  
¶ Install Ink Tanks 
¶ Install Printhead  
¶ Install Printer Software (Driver & Toolbox).  
¶ Complete setup steps outlined within section titled “Operating Printer”. 
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Transport Inspection 
The printer is shipped in appropriate packaging so that, under normal shipping conditions, it reaches its destination 
without damage. 
NOTICE: Report damage to the carrier. The carrier is liable for any damage during transport.  
 
Transport and storage should take place under the following conditions: 
- At temperatures between -25°C and +50°C (-13 °F to 122 °F). 
- At a relative air humidity between 5% and 95%, non-condensing. 
- At an atmospheric pressure between 70 kPa and 105 kPa. 

Exposure to conditions that are not permissible may lead to damage which is not externally visible. 
 
IMPORTANT Please save packaging materials for future use! It will be required if you ever need to ship printer. 
Before shipping, please refer to the section titled “Shipping or Transporting Printer”. 

Tools Needed 
¶ Utility Knife and Scissors to open packaging. 
¶ Cutting Pliers (Wire Cutters) to cut yellow zip-ties that secure 

wiper motor assembly to service station sled. 
¶ Small Adjustable Wrench to hold nut when removing screws 

used to secure Rear Media Support Guide/Sled Assembly. 
¶ #2 Philips Screwdriver to mount Guides. 
¶ Protective, powder-free, Nitrile Gloves.  

Should be worn to avoid getting ink on hands when 
installing/removing Print Platen and Drip Tray Assembly, 
Printhead Cartridge and Ink Tanks. 

¶ Distilled Water to clean/wet Printhead nozzles. 
¶ Non-abrasive, lint free Cloths to clean/wet Printhead nozzles. 
¶ Paper Towels or rags to clean up any ink drips/spills. Do NOT use to clean/wet Printhead nozzles. 

Choose a Location  
Place Printer on a sturdy level worktable or cabinet at least 9" from any walls.  
Use the following methods to verify that the Table and Printer are level: 
¶ A carpenter’s level should be used to make sure Table is level (front to 

back and left to right). 
¶ The Bubble Gauge, mounted above the Yellow Ink Tank Latch, can be 

used to verify that the Printer is level. Open the Ink Tank Door and 
release the Clamshell Latch to access this area.  

Protect Printer from excessive heat, dust, and moisture.  
Avoid placing Printer in direct sunlight. 

Operating Conditions 
Operation should take place under the following conditions: 
- At temperatures between +15°C and +30°C (59 °F to 86 °F).  

With max temperature change of +/- 0.5°C (+/- 0.9°F) per minute. 
- At a relative air humidity between 20% and 80%, non-condensing. 
- At an atmospheric pressure between 70 kPa and 105 kPa. 
- Printer and Print Engine should be protected from excessive environmental debris/dust. 
- Printer must be placed on a “Sturdy/Level” surface. 

Exposure to conditions that are not permissible may lead to damage which is not externally visible.  
Allow printer, Printhead and ink tanks to acclimate to ambient temperature before using the printer. 
 

AFM:ad5c2f9b0bd8 allformailers.com

Machines & Support: AllForMailers.com   866-430-2874     |     Parts & Supplies: SuppliesForMailers.com   866-471-6764



SECTION 2 
INSTALLING PRINTER 

 

 
13 

Unpacking 
Please refer to the unpacking sequence, shown below. 
NOTE: Packaging materials may vary slightly from what is shown below.  
Please save packaging in a safe place, for possible future use. 
Two people will be required to safely lift printer and place it onto a sturdy, level work table. 
IMPORTANT: WORK TABLE SURFACE MUST BE LEVEL!  
  
 
 
  2 

4 

6 

1 

3 

5 

Cut Strapping 

Place Printer on Sturdy Level Surface 

Lift off 
Outer 
Box 

Remove Foam Insert 
Lift off Inner Packaging.  

Remove Ink Tanks and Accessories Box. 

Carefully Lift 
Printer 
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Contents of Packaging  
Items included with the MACH 6 Printer. 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 1. Rear Media Support Guide/Sled Assembly  

(Thumbscrew and mounting screws attached to Printer) 

 2. Ink Tanks (five, packed in foam molds)  
– Cyan, Magenta, Yellow, Black, Black 

 3. Printhead Cartridge (shown removed from packaging) 

 4. Media Support Wedge Extensions: Narrow and Wide  
(Attach to slots in Rear Media Support Guide/Sled) 

5. AC Power Cord 

 6. Print Platen & Drip Tray Assembly  
(Includes High and Low Print Platens) 

 7. Media Side Guides: Inner and Outer  
(Mounting screws attached to Printer) 

 8. USB Cable 

9. Ethernet Cable (Network Cable) 

10. Sheet Separators (four spare separators inside bag) 

 USB Flash Drive – Contains Printer Driver, User Guide, 
Quick Start Guide and Installation Video. (Shipped attached 
to sidewall of printer, as shown.) 
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Removing Shipping Materials 
 
 
 
 
 
 
 
 
 
1. Open the Printhead Door. 

 

  

  
 

 

 

2. Locate and Remove the Foam Shipping Block, shown below. Color of foam block may vary. 
NOTE: Foam Shipping Block is used to secure Service Station Sled position during transport. 

3. Locate, Cut and Remove the two YELLOW Zip-Ties, shown below.  
NOTE: Zip-ties are used to secure the wiper motor assembly to the service station sled during transport. 
              Do NOT cut the white or black zip-ties used to control the position of the ink tubes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Be sure to remove all pieces of cut yellow zip-ties from the printer.  

5. Gently close the Printhead Door. 

6. Remove protective film from Touchscreen display. 

7. Remove masking tape, used to secure USB Flash Drive and Guide mounting Screws during transport. 
 
 

 

WARNING 
TO AVOID POSSIBLE DAMAGE TO PRINTER,  

DO NOT PLUG-IN OR POWER-UP PRINTER  
UNTIL ALL SHIPPING MATERIALS HAVE BEEN REMOVED. 

 

CUT and Remove 
Zip-Ties  

(two, yellow) 

Remove Foam 
Shipping Block 

color may vary 
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1 

2 

Install Print Platen & Drip Tray Assembly  
 

NOTE: Absorbent material, within new Print Platens and Drip Tray, may have some ink deposits on them.  
This is normal. Assemblies are installed and tested during quality control process, then they are removed and 
packaged in accessories box. 
 
Select appropriate Platen and Install it into Drip Tray: 
¶ Low Platen [1] (3 dots) is for media such as: heavy paper, 

envelopes, card stock, cardboard, chip-board, padded 
envelopes. 

¶ High Platen [2] (4 dots) is for thin, flexible media, such as: 
sheet paper up to and including 32 pound media. 

 
 
 
 
 
 
Make sure Platen is properly positioned, and fully inserted onto, both Alignment Pins [A], in Drip Tray, 
as shown below. 
 

 
 
 
 

 

 

 

  

 

 

 

 

 

 

  

CAUTION 
It is extremely important that you get Platen fully inserted onto both Alignment Pins [A], within Drip 

Tray. If not installed properly, media transport issues (skewing, jamming) and or damage to the system 
may occur. 

A 
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Install Print Platen & Drip Tray Assembly into Printer: 

1. Open Ink Tank Door [A]. 
 

2. Release, pull out on, Clamshell Latch [B],  
to release and raise Clamshell. 
 
 
 
 

3. Insert tabs, at each end of Drip Tray, into frame slots [C] as shown below.  

 
 
 
 
 
 
 

 

 

 
 

Tip: Larger tab, on Drip Tray, faces towards 
operator side of printer. 

4. Verify that Print Platen and Drip Tray 
Assembly are sitting level in the printer, as 
shown below. 
 
Tip: If front or back of Drip Tray is not 
sitting level, check to be sure both tabs 
are in slots [C], shown above. 
If front of Drip Tray will not drop into 
front slot [C], you may have Drip Tray in 
backwards. Remove and rotate 180 
degrees so the larger tab is at operator 
side of printer. If necessary, bend the tab 
on the Grounding Spring [D], so it 
touches the bottom of the Drip Tray tab. 

5. Carefully close the Clamshell and Ink 
Tank Door. 

  

CAUTION 
It is extremely important that you get Drip Tray tabs into frame slots [C] and that Platen is sitting 

level. If not installed properly, media transport issues (skewing, jamming) and or damage to the 
system may occur. 

 

A B 
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Attach Media Side Guides and Rear Media Support Guide/Sled  
1. Attach Media Side Guides (Inner and Outer) 

A. Remove Screws from Mounting Blocks, as shown.  
NOTE: There is a button-head screw and a flathead 
screw on each block. Keep track of their locations. 
 
 
 
 
 
 
 
 
 

B. Position NOTCH (cut-out), located at bottom of Guide, over BAR, as shown.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

C. Align holes in Guide with holes in Mounting Block and install screws to secure Guide. 
NOTE: Screws are different. Make sure flathead screw [1] is installed into the inner, countersunk, 
hole and button-head screw [2] is installed into outer hole in the Guide, as shown below. 
 
 
 
 
 
 
 
 
 
 
 
 
Tip: If necessary, Guides can be aligned, so they are perpendicular with each other, by loosening 
button-head screw, making adjustment and securing button-head screw. 

D. Repeat for other Media Side Guide. 
 
 

  

NOTCH 

BAR 

1 

2 

Media Side 
Guide - Inner 

Media Side 
Guide - Outer 
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2. Attach Rear Media Support Guide/Sled Assembly. 

A. Remove Knob [3] (thumb screw and washer) and two Flathead Screws [4] from Mounting 
Blocks, as shown below.  
. 
 
 
 
 
 
 
 
 
 
 
 

B. Align Nuts, on Mounting Block, before proceeding. 
Bottom of Rear Media Support Guide/Sled Assembly has cut-outs  
that must fit over Nuts on Mounting Block. 
NOTE: Image shown with Guide turned over so you can see  
             cut-outs for Nuts. 
 
Align Nuts so a flat side is facing the Feed Rollers, as shown.  
 

C. Position Guide so outer holes in Guide fit over the two rear posts (Allen screws), as shown below. 
Then loosely install Knob, (thumbscrew and washer). 
 
 
 
 
 
 
 
 
 
 

D. Align holes on top of Guide with holes in the Nuts on Mounting Block, as shown below. 
Using the two flathead screws to secure Guide to the Nuts on Mounting Block.  
 
 
 
 
 
 
 
 
 
 
 
 
Tip: If Guide is difficult to reposition (slide), after the two flathead screws are tightened, this is an 
indication that the Nuts are not sitting inside the cut-outs on the underside of the Guide. See step 
“B” above. Loosen screws and reposition Nuts so they fit into the cut-outs. 

E. Tighten Knob (thumb screw) to secure position of Rear Media Support Guide/Sled Assembly. 

Tip: It may be helpful to use an 
Adjustable Wrench, to hold the Nut 
from spinning, when removing these 
two screws. 

3 4 
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Connect Printer  

Plugging in Printer 
¶ Plug power cord into a compatible AC outlet that supplies  

100-240VAC, 50/60 Hz and provides earth ground. 
¶ The use of a power protection device is highly recommended, to reduce 

damage caused by voltage sags, surges and brown-outs. 
¶ Check to make sure Main Power Switch [1] is in the OFF position. 
¶ Plug power cord into receptacle [1], located at rear of Printer.  

 

CAUTION 
DO NOT USE AN ADAPTER PLUGS OR EXTENSION CORDS 
TO CONNECT PRINTER TO WALL RECEPTACLE. 
DO NOT USE OUTLETS CONTROLLED BY WALL SWITCHES. 
DO NOT USE OUTLETS THAT SHARE SAME CIRCUIT WITH 
LARGE ELECTRICAL MACHINES OR APPLIANCES. 

Connect to Computer  
Printer can be connected to computer through the following ports: 
¶ USB Port [2] for connecting printer to a local PC. 

If you plan to connect the printer via USB, do not connect the USB cable at this time. Wait until you are 
prompted to connect the USB cable, during the Printer Software (Driver and Toolbox) installation process.  

¶ Network Port [3] for connecting printer to a network environment.  
Tip: Power-up one printer at a time, when similar printers are on the same network. 

¶ Once Printer is connected and set up, opening the Printer 
Toolbox displays the Printer(s) available. You can then select 
the desired Printer to open its Toolbox screens.  
 

Turning Power ON and OFF 
Powering Up Printer: 

1. Turn ON the Main Power Switch [1]. 
2. Press the Soft-Power Button. Button will illuminate with blue light. 

NOTE: After Soft-Power Button is pressed, it will take about 30 seconds before 
information will appear in the Touchscreen Display. Clamshell section will rise 
fully, to recalibrate position, and then lower to the current Media Thickness setting. 
 

Powering Down Printer:  
1. Press the Soft-Power Button. 

NOTE: After Soft-Power Button is pressed, it may take up to 60 seconds before the printer finishes 
preparing the system for shut-down. The Soft-Power Button will turn OFF when finished.  

2. When the Soft-Power Button turns OFF it is Safe to turn OFF the Main Power Switch [1].  

 

 
 
 
  

CAUTION 
NEVER TURN OFF THE MAIN POWER SWITCH [1] BEFORE POWERING-DOWN 

THE PRINT ENGINE USING THE SOFT-POWER BUTTON. 
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Install Ink Tanks  
The MACH 6 uses five Ink Tanks (two Black, one Cyan, one Magenta, and one Yellow).  

The Ink Tank is a delicate, precision device. Handle with extreme care to avoid damage. 

 

 

Ink Tank Anatomy 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

WARNING! 
Ink in Ink Tanks may be harmful if swallowed. Keep new and used Ink 
Tanks out of reach of children. Discard empty tanks immediately. 
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A 

C 

A 

B 

Procedure (Install Ink Tanks):  

This procedure assumes that you are installing Ink Tanks into a printer that doesn’t have any Ink Tanks installed.  
If you are replacing an empty Ink Tank, please refer to the section titled “Replacing ink tanks”. 

Install the Ink Tanks as follows: 

CAUTION 
Use powder-free nitrile gloves when working with the Ink Tanks. 

 

1. Turn ON and Power-up the Printer. Plug in Printer. Turn ON Main Power Switch. Press Soft-Power 
Button to power-up the Print Engine.  

2. Look at the Touchscreen Display.  
Ink Tank status information appears at right side of the Touchscreen.  
Note that the Ink Tank indicator boxes are empty.  
Question marks (?) indicate that no Ink Tanks are detected by the 
Printer. 
 

3. Open Ink Tank Door (hinged at bottom).  
Tip: When you open the Ink Tank Door, this also disconnects Printer 
communication with Ink Tanks to allow safe installation and replacement of 
Ink Tanks.  
 
 
 

4. Open Ink Tank Latches [A].  
Pull up on bottom of Latch to release 
and swing Latch open (hinged at top). 

5. Verify Waste Ink Tray [C] is 
securely installed. Latched into 
frame at both sides.  

6. Remove new Ink Tank(s) from 
packaging. 

7. Insert Ink Tanks (label side up) into 
their appropriate color slots [B].  
 
INSTALLATION TIP: Make sure Ink Tanks seat properly. Insert Ink Tank into appropriate color slot. 
Push Ink Tank forward firmly and then pull back about an inch. Then push Ink Tank forward firmly again. 
This helps to insure that Septum Needles penetrate seals on Ink Tank.  

8. Close and Lock Ink Tank Latches. Make sure bottom of all three Latches lock securely at both sides. 

9. Close Ink Tank Door.  
After a few seconds, Touchscreen should show all Ink Tanks (colors fill in) and their 
status (percentages).  
Note: New (full) Ink Tanks will show as 99%, due to 3-character display limit. 
 
Tip: If ink color(s) do not fill in or Ink Tank status still shows as “?” or System Status 
shows “CARTRIDGE_MISSING…” verify that all Doors are closed, and then tap the 
Clear Error button (if present). If you continue to have a problem with the printer 
recognizing one or more of the Ink Tanks, please see section titled “Cleaning Ink Tanks 
Contacts”. 
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Install Printhead Cartridge  
Use this procedure to install the Printhead into a printer that doesn’t currently have a Printhead installed. If you are 
removing and or replacing a Printhead Cartridge, please refer to the section titled “Remove/Replace Printhead 
Cartridge” 
 
Protective Packaging 

 
1 & 10 Handles  5 Foil vacuum bag 
2 Protective strip for nozzles  6 Cardboard packing box 
3 & 8 Protective cover flaps  7 Cover retaining clip 
4 Protective cover  9 Protective strip for electrical contacts 

 
NOTE: Discard protective tape once it is removed. Do NOT reuse protective tape.  
Keep all other packaging to store/dispose of old Printhead Cartridge. 

 
  

ATTENTION 
If you experienced fuzzy print quality or an abrupt failure in a particular area of nozzles on the previous 
Printhead, we recommend that you have the service station inspected/cleaned and the wiper roller 
replaced before installing a new Printhead Cartridge.  
Failure to do so will increase the chance of damage to the new Printhead Cartridge.   
Service station maintenance and wiper roller replacement should only be performed by a 
qualified/trained person. Please contact your service representative to obtain training or to have them 
perform this process for you.  

WARNING! 
Ink in Printhead Cartridge may be harmful if swallowed. Keep Printhead Cartridge 

out of reach of children. Discard empty Printhead Cartridge immediately. 
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CAUTION 
¶ Use powder-free nitrile gloves when working with the Printhead.  

¶ Use electrostatic discharge (ESD) protection when handling Printhead. 
¶ Hold Printhead Cartridge by handles ONLY. 
¶ DO NOT touch ink couplings, nozzle surface or electrical contacts. 
¶ DO NOT unpack Printhead Cartridge until Printer is ready for 

installation. Once unwrapped, delay in installing Printhead can 
compromise print quality due to dehydration. 

¶ DO NOT place an unwrapped Printhead onto any surface before 
installing. Protect Printhead from scratches, dust, fibers, dirt and other 
contaminants at all times. 

¶ DO NOT pry or manually lift the Printhead Latch or the Latch will break. 
Only open the Latch using the Printhead Release or System Deprime 
buttons in the Touchscreen or Toolbox. 

 
 
 
NOTICE! Read this procedure, in its entirety, before proceeding! 
 
Before you begin this process, you will need to obtain some distilled water and some lint free cloths. These items 
will be used to wet the Printhead nozzles. 
NOTE: Do NOT use tap water or paper towels to wet or clean the Printhead nozzles. Doing so may cause damage to 
the Printhead Cartridge and possible contamination to the ink system. 

Why is it necessary to wet the Printhead nozzles?  
During the priming process a vacuum is created by the pump, to pull ink from the Ink Tanks into the Printhead and 
ink delivery system. If the Printhead nozzles are dry (open), air is pulled in through the Printhead nozzles causing 
the priming process to fail (pump is unable to create a vacuum). By wetting the Printhead nozzles this creates a 
temporary “water seal”, which prevents air from getting pulled into the Printhead during the priming process. 

 
 

The Printhead Cartridge and ink supply must be within the operating temperature range [(+15°C to +35°C) (59 °F to 
95 °F)], before attempting to prime the cartridge with ink and starting to print. When stored at temperatures below 
the operating range it may take up to 3 hours for a cartridge in its packaging to reach operating temperature.  
NOTE: Additional packaging will increase the time needed to reach operating temperature. 
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The Printhead Cartridge is a delicate precision device. Handle with extreme care to avoid damage and issues that 
could degrade print quality. Please read through this entire procedure before attempting this process. 
 
NOTE: This procedure assumes all Ink Tanks are installed and recognized as containing 30% or more ink.  
 

IMPORTANT! 
PRINTER MAY NOT FULLY PRIME IF INK TANK(S) ARE LESS THAN 30% FULL. 

1. Turn ON and Power-up the Printer. Plug in Printer. Turn ON Main Power Switch. Press Soft-Power 
Button to power-up the Print Engine.  
You can continue to the next step once the Touchscreen Display appears. 

2. Open Printhead Door.    

  
  
  
  
  
  

  
  
  
  
  
  
  
  
  
 

3. Verify that the Printhead Latch [1] is released.  
NOTE: If Printhead isn’t detected (no Printhead currently installed), during the  
power-up process the Printhead Latch should automatically release. 
  
  

  
If the Printhead Latch was accidently closed after the printer powered-up, please use 
 the following procedure to safely release the Printhead Latch. 
 
 
Printhead Latch Release Process:  
¶ Close the Printhead Door 

and Ink Tank Door. 
¶ On the Touchscreen, tap 

Menu then tap Setup from 
drop-down list.  

¶ Then tap Release Printhead, 
from the button choices 
provided at the bottom of the 
Touchscreen.  
You should hear a “click” as 
the Printhead Latch is release. 
 
Tip: If “Release Printhead” is grayed out and “System Deprime” is available, this means that the 
printer sees a Printhead installed and primed. In this case use “System Deprime” to deprime the system 
and release the Printhead Latch. 

  

WARNING! 
Do NOT force the Printhead Latch [1] open. Severe damage will result! 
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2 

4. Fully open the released Printhead Latch [1]. This will fully retract the Ink Revolver Couplings.  
Ink Revolver Couplings are shown with Fluidic Cap Protectors [2] installed, in images below. 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

5. Remove Fluidic Cap Protectors [2], if present, on Ink Revolver 
Couplings.  Save these items. They should be used to seal and 
protect the open ink system whenever a Printhead Cartridge is not 
installed. 
 

 

 

 

  

WARNING 
If the Printhead Latch 
failed to release, don’t 
force the latch open. 
Severe damage will 

result. 
Release the Latch 

using the  
“Release Printhead” 
or “System Deprime” 

buttons on the 
Touchscreen or 

Toolbox. 

2 1 
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Printhead Nozzle Area 

6. Remove Printhead From Packaging. 
[A] Carefully remove Printhead Cartridge 
from foil packaging.  
Tear foil at notch or cut the end with scissors. 

[B] Remove protective plastic cover. Hold 
Printhead by handle and unclip cover from 
Printhead. 

[C] Remove protective strip from Printhead 
Electrical Contacts.  
Once removed, DO NOT allow removed strip to 
touch electrical contacts. 

[D] Remove protective strip from Printhead 
Nozzles. Hold Printhead by the handle. Pull strip 
tab and slowly peel strip from Printhead at a 45° 
to 90° angle. 
DO NOT pull strip at less than a 45° angle from 
Printhead surface.  
DO NOT allow removed strip to touch Printhead 
Nozzles. 
 

 

7. Wet Printhead Surface. (Creates temporary water seal across 
inkjet nozzles to ensure that Printhead will prime correctly.) 
Using a lint free cloth, soaked but not dripping with distilled 
water, wet “Printhead Nozzle Area” (identified below). Wipe end 
to end. Take care not to wet electrical contacts. 

 
 
 
 

 

8. Carefully insert Printhead Cartridge into 
compartment at an angle [4], with surface of 
Printhead facing down and Ink Couplings 
facing Ink Revolver Couplings (ink hoses). 
Once seated, gently tilt Cartridge forward 
until it snaps into an upright position [5].  
DO NOT FORCE Cartridge into position. 
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6 6 

9. Carefully Close Printhead Latch [6].  
Tip: There will be a little resistance when closing the Printhead Latch with a new system, since the 
coupling surfaces are not lubricated (no ink present). Close the Latch slowly to avoid damaging the rubber 
O-rings located inside the Ink Revolver Couplings. 
   
   
   
   
   
   
   
   
   
   
   
   
   

10. Check the Touchscreen Display to verify that Printhead Cartridge was recognized.  
The Printhead icon should change from a question mark (?) to an outlined 
(unprimed, empty) Printhead icon and System Status should change from 
“PRINTHEAD_MISSINGQA” to “DOOROPEN_PRINTHEAD”.  
 
Tip: If you don’t see this change, then the system isn’t recognizing the Printhead. 
In this case you should tap the “Release Printhead” button, to release the Printhead 
Latch. Open Printhead Latch fully. Remove the Printhead and check/clean the contacts.  
Use a dry, lint-free cloth. Wet nozzle surface, re-install Printhead and shut Printhead Latch.  
If Printhead is still NOT recognized, call for technical support. 

11. Close Printhead Door!  
Printer will run a “priming routine” that fills the ink system and Printhead with ink.  
During that time “System Status: Maintenance Busy” will be displayed at the top of 
the Touchscreen and the following progress bar messages will appear: Printhead 
Prime, Ink Circulate, Transfer Wiper. 
 
NOTE: Printer will take about 4 minutes to prime and 
prepare the Printhead for use. 

IMPORTANT 
All Doors must be shut before the Printhead 
priming process will begin.  
Do NOT open any of the Doors when the 
printer is working (priming, performing 
maintenance, printing), or the process will 
be interrupted. 

 
Tip: The wiper roller is automatically conditioned during the Printhead Priming process.  

12. Watch the Touchscreen Display to identify when Printhead 
is finished priming.  
The Printhead icon [7] will turn from an outline (Printhead 
unprimed) to a solid orange color (Printhead primed) and 
ONLINE [8] will be displayed in the upper left corner of the 
Touchscreen. 
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GOOD – OK to use Printer 
(All Tubes filled with Ink) 

BAD – Do NOT use Printer 
(Empty Tubes or lots of air in tubes) 

X OK 

 
 

13. Open the Printhead Door and verify that ALL Ink Tubes are filled with ink. 
Be sure to check Ink Tubes at both ends (input and output sides) of the Printhead Cartridge. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
GOOD: All Ink Tubes filled at both ends (input and output) of Printhead Cartridge. OK to use Printer. 
Tip: It is normal to see a few air bubbles in Ink Tubes at the output (non-operator) side of the Printhead 
Cartridge. However you should not see air bubbles in Ink Tubes at the input (operator) side. 
 
BAD: Empty Ink Tube(s) or a lot of air/air bubbles at either end (input/output side) of Printhead Cartridge. 
 

14. If priming results are BAD, please perform the following steps. 

¶ Use a lint free cloth, soaked but not dripping with distilled water, wet “Printhead Nozzle Area” 
again. See section titled “Cleaning the Printhead” for instructions on accessing the printhead 
surface with the printhead installed. 

¶ Immediately after wetting printhead nozzle surface, with distilled water, close all Doors. 
¶ Use the “Full Clean Printhead” feature to attempt to fill the Ink Tubes.  
¶ If issue continues try removing and reinstalling the Printhead Cartridge, see “Remove/Replace 

Printhead Cartridge”.  
¶ If issue continues, do NOT use Printer. Call for technical support. 

15. Close the Printhead Door. 

  

WARNING 
Attempting to use (print with) Printer that has empty Ink Tubes or a lot of air in the Ink 
Tubes can cause permanent damage to the Printhead Cartridge (Printhead nozzles). 
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Install Printer Software (Driver & Toolbox) 

Minimum System Requirements 
For Printer software to operate properly, check that computer system meets minimum requirements: 

¶ Operating System: Windows 8/8.1, Windows 10 (Desktop Mode only). Windows XP, Windows Vista, 
Windows 7. Supports 32 and 64 bit systems. (You must have administrative privileges on system.)  
NOTE: Windows 8, 8.1 and Windows 10 will only work in desktop mode. No Windows 8 or 10 metro apps 
will be supported (applications that work ONLY in Windows 8 or 10 environments). 

¶ Microprocessor: Pentium II, 2 GHz minimum (Pentium Dual Core, 2.5 GHz or better, is optimal) 
¶ System memory: 2 GB minimum, or as recommended for your operating system. 
¶ Free hard-disk space: At least 10 GB.  
¶ Web Browser: Firefox recommended, Chrome, Safari, and Opera also supported. 
¶ USB port (2.0/3.0): (Ports will be identified as “USB” or “Enhanced” in Device Manager) 
¶ Microsoft .Net Framework version 3.5 (for 32 bit systems) or Microsoft .Net Framework version 4 or higher 

(for 64 bit systems) must be installed.  
NOTE: Even if a higher .NET Framework version is installed, version 3.5 or 4 must also be installed, or 
Toolbox will not open. 
 

IMPORTANT: Before installing Printer software (Toolbox and Driver), temporarily disable all antivirus 
programs and firewalls. In addition, you must be logged onto system with full administrative privileges  
(admin rights). NOTE: If you plan to connect printer via USB, do not plug in USB cable until prompted. 

Connecting Printer via USB 
Use this procedure for installing the Print Driver for a USB connection. If you plan to connect the printer using a 
Network connection please see section titled “Connecting Printer via Network (Ethernet Connection)”. 

1. Disconnect USB cable, if already plugged in. 

2. Turn ON and Power-up the Printer. Plug in Printer. Turn ON Main Power Switch. Press Soft-Power 
Button to Power-up the Print Engine. 

3. Connect USB Flash Drive, supplied with Printer, to USB port on your 
computer.  

4. Browse the USB Flash Drive.  
Locate and open the “MACH 6” folder.  
Locate and open the “S Series Driver” folder.  
Locate and run WinSetup.exe.  
Tip: For best results, Right-click and “run as administrator”. 
 
NOTE: You may want to check the distributor’s website for a more recent version of the “M Series 
Driver” for the MACH 6. 

5. Install Printer Software. Make sure computer system 
meets minimum requirements and you followed other 
instructions listed on screen.  
Click “Install Printer Software”. 
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6. License Agreement.  
Check “I accept…” then click “Next>”. 

 

 

 

 

 

 

 
 

7. Printer Connections. Click “Configure to print using 
USB”. Then click “Next>”. 

 

 

 

 

 

 

 
 

8. Installing Printer Software.  
Software download begins. 

 

 

 
9. Would You Like to Install This Device Software?  

Click “Install”. 
 

 

 

 

 
10. Connect your Device Now window appears.  

Connect USB cable between printer and computer.  
Don’t click on either button.  
After a period of time, system will automatically 
recognize device connection and continue driver install. 
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11. Finished software installation. Do not check Print Test 
Page as Printer is not set up yet. If desired, you can check 
“Set this printer as the default printer” at this time.  
Click “Finish”. 

 

 

 

 

 
12. Install Printer Software.  

Click “Exit” to close installer. 

13. Restart computer to complete installation. 
 
 
 
 
 
 
 
 

The “S Series Driver” should now be available in your “Printers and Faxes” or “Devices and Printers” folder.  
 
Tip: To help distinguish between multiple S Series Drivers on your system, open the “Printers and Faxes” 
(Devices and Printers, Printers and Scanners) folder and rename the Printers.  
For example: You could rename a network-configured printer “S Series Printer (Network)” and a  
USB-configured printer “S Series Printer (USB)”. 
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Connecting Printer via Network (Ethernet Connection)  
Use this procedure to install the Print Driver for a Network connection. If you plan to connect printer via USB, 
please see section titled “Connecting Printer via USB”. 
NOTE: Copy the 12-digit Hardware ID number listed on the Printer(s), on the label just below Ethernet port, so you 
can identify Printer(s) in a later step. 

1. Check that the printer is turned OFF. If not, power-down by pressing the Soft-Power button. Wait until 
the blue light, on the Soft-Power button, goes out. Then it is safe to turn off the Main Power Switch. 

2. Connect Ethernet Cable between an active network and the Printer’s Ethernet port. 

3. Turn ON and Power-up the Printer. Plug in Printer. Turn ON Main Power Switch. Press Soft-Power 
Button to Power-up the Print Engine. 

4. From the printer’s 
Touchscreen, tap 
“Menu” then tap 
“Setup” from the drop-
down list.  

5. Select “Network 
Config” from the choices 
provided at the bottom of 
the screen. 

6. The “Network 
Configuration” screen 
will be open. 
Tip: By default the printer is shipped with DHCP 
and Auto IP enabled. If your network uses these 
features it will automatically assign an IP address 
to the printer during printer power-up. However 
we strongly recommend that you turn off DHCP 
and Auto IP and use a “static” IP address. Using a 
“static” IP address eliminates the possibility that 
the IP address may be reassigned when the 
printer’s power is cycled, causing loss of 
communication.  
 
Ask your IT support person to select/fill-in the necessary information (or you can get it from them)  
then tap “Submit”. 

7. Make a note of the IP Address entered/displayed. 
Tap “Exit” to close the Network Configuration screen. 

8. Connect USB Flash Drive, supplied with Printer, to USB port on your 
computer.  

9. Browse the USB Flash Drive. Locate folder labeled “Driver”. Open 
“Driver” folder, locate and run WinSetup.exe.  
Tip: For best results, Right-click and “run as administrator”. 
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10. Install Printer Software. Make sure computer system 
meets minimum requirements and you followed other 
instructions listed on screen.  
Click “Install Printer Software”. 

 
 
 
 
 
 
 

11. License Agreement.  
Check “I accept…” then click “Next>”. 

 

 
 
 
 
 
 
 

 

12. Printer Connections. Click “Configure to print using 
over the Network”. Then click “Next>”. 
 
 
Installing Printer Software.  
Searching for printers… will briefly appear. 

  
  
  
 

13. Printers Discovered window will appear if one or more  
S-Series Printer is found on the Network. If more than one 
printer is shown, your Printer can be identified by its 
“Hardware ID” or the IP address that was used / entered 
in an earlier step.  
Select the desired Printer and click “Next>”. Follow the 
remaining steps. 
 
Tip: If your printer is not shown in this window, Click on 
“Other Printer…” button and proceed to next step. 
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14. If an S Series Printer is not found or the 
“Other Printer” button, from previous 
step, was pressed, the window shown 
here will appear. 
 
Enter the Printer’s current “IP 
address” then click “Next”. 
 
Tip: You don’t need to enter a “Host 
name” or use the “Lookup” button, 
since the driver does not use the host 
name to communicate with the printer. 
  
 

15. Installing Printer Software.  
Software download 
begins. 

 
 
 

 
16. Would You Like to Install This Device Software?  

Click “Install”. 
 

 

 

 

 
17. Finished software installation. Do not check Print Test 

Page as Printer is not set up yet. You can check “Set this 
printer as the default printer” at this time.  
Click “Finish”. 

 

 

 

 

 
 

18. Install Printer Software window.  
Click “Exit” to close the installer. 
 
Tip: To help distinguish between multiple S Series 
Drivers on your system, open the “Printers and Faxes” 
(Devices and Printers, Printers and Scanners) folder and 
rename the Printers. For example: You could rename a 
network-configured printer “S Series Driver (Network)” 
and a USB-configured printer “S Series Driver (USB)”.
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SECTION 3 – Operating Printer 
 
 
  
 
 

Media Feed Setup  
Printer is equipped with four Sheet Separators, two Side Guides, and a Rear Media Support Guide with two different 
sized Wedge Extensions. When properly adjusted these items will separate and guide the media so that only one 
piece of media is fed into the Print Engine at a time. 

Print Zone Reference Tool 
A Print Zone Reference Tool is attached to the Feed Table on the printer, near the sheet separation area.  
It is provided as an aid for positioning the Media Side Guides so the Media passes under the desired area of the 
printhead (print zone) and as a reference for identifying if the media will pass over the Exit Sensor or not.  
 

 
 
 
 
 
 
 

NOTE: The Print Zone Reference Tool identifies the approximate locations of the items identified on the Tool 
(decal). Some variation can be expected due to assembly tolerances. 
 
 
 
 

 
 

Print Zone: Shows approximate position of print area (222.75 mm, 8.77”) within print engine.  

Exit Sensor Position: Shows approximate position of Exit Sensor.  
If your Media doesn’t fully cover the Exit Sensor symbol, you must select “Ignore Exit Sensor” in the Touchscreen 
(Job Menu, Media Thickness).  
NOTE: Exit Sensor is located under the Exit Transport Cover, on the table top, between Media Transport Belts.  

Center Point: Shows approximate center point of the Print Zone (Printhead).  
This Center Point identifier is useful when primarily using media that measures up to 4.38”. In this case you can 
position the media so it passes under the left side of the print zone. When the print quality in this area of the 
Printhead becomes unacceptable (reaches nozzle end of life), you can move media so it passes under the right half of 
the print zone, set Left Adjustment in the Driver to ~111 mm and select “Ignore Exit Sensor” in the Touchscreen.  
By doing this you can take advantage of the unused section of the Printhead, thereby extending Printhead life. 
Tip: Don’t forget to move the position of the Feeder/Entry Sensor Assembly so it is located over the media’s path. 

 

WARNING 
Before you start using the printer, please be sure you have 
properly installed the Print Platen and Drip Tray Assembly. 

Exit Sensor 
 Position 

Center Point 
(111.37 mm, 4.38”) 

Print Zone  
(222.75 mm, 8.77”) 
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Position Media Side Guides (Inner and Outer)  
1. Position Media Side Guide – Inner [B] to the 

desired position and secure it using the locking knob. 
Then lay a single piece of media into the hoper so it 
is positioned against Media Side Guide – Inner [B]. 
 
Tip: You may need to move the Media Side Guide – 
Outer [C] to provide room for the media to fit 
between the Guides. 
 
 
 
 
 

2. Position Media Side Guide – Outer [C] so that it is 
about 1/32” from the other side of media. Tighten 
locking knob [D] to secure Side Guide.  
 
 
 
 

 
 
 

 

Adjust Sheet Separators 
1. Loosen the locking screws, located behind Sheet 

Separators [A], and raise Separators, then tighten  
the locking screws to hold the Separators in the 
“Up” position. 

 

 

 

 
 

 

2. Place one piece of Media (thickest area of media) under the Separators.  
Loosen Separator locking screw and allow Separator to settle onto media. Then tighten locking screw. 
Repeat for each Separator that has media below it. 
  
  
  
  
  
 

Attach Media Support Wedge Extension 

CAUTION 
To avoid damage to feed rollers and separators, make sure any 
unused separators are raised and locked at their “Up” position. 
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A 

Attach the appropriate Media Support Wedge Extension, if needed, to the Rear Media Support Guide/Sled, as 
shown below. 
 
No Media Support Wedge Extension 
– For media that is 6” to 17” in length.  
    
Examples:        
Letter sized (8.5”x11”) media feeding Short Edge First (SEF)      
#9, #10 envelopes feeding SEF 
9”x12” envelop feeding SEF      
10”x13” envelope feeding SEF  
  
Wide Media Support Wedge Extension [A] 
– For media that is 6” to 10.5” in width and 4” to 13” in length. 
– For feeding #9, #10 envelopes Long Edge First (LEF)  

 
 
    
  
  
  
 
 
 

 

 

 
 
 
 
Narrow Media Support Wedge Extension [B]  
– For media that is 3.25” to 6” in width and 4.5” to 13.5” in length. 

 

 B 
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F 

G 

Adjust Rear Media Support Guide/Sled Assembly  
1. Adjust Rear Media Support Guide [F]. Loosen the locking knob and slide Guide right or left, to center 

Guide on the width of your media. Then secure locking knob. 
 
 
 
 
 
 
 
 
 
 

2. Adjust Rear Media Support Sled [G]. Loosen locking knob and move Sled to desired position, to 
raise/support trailing edge of media. Then secure locking knob. 
 
Examples: 
Sheet Paper - Raise media ~ 1.25" above Feed Table  
#10 Envelopes – Raise media ~ 0.5" above Feed Table. 
 
NOTE: Raising the media too high above the Feed Table 
will cause loss of contact between media and feed rollers, 
which can cause hesitation in feed. The Rear Media 
Support Sled should be positioned so the media stack is 
being held against the separation area while still providing 
proper media to feed roller contact.  
 

Guide/Sled Positioning Scales & Sled Safety Stop 
Positioning scales are provided for your convenience. Once proper Guide/Sled positions are determined, for a 
particular media/job, make a note of their positions. This will make Guide/Sled positioning easier to duplicate 
when the same media/job is run at a later time.   
NOTE: Scale values are in inches, but they do NOT correspond to a particular media width or length. Values are 
for reference purposes only. Right-side (flat side) of the pointer is reference side. 
 
 
 

 

 

 

 
 
 
A “Safety Stop” is provided to help prevent the Sled from moving past its zero position when the Rear Media 
Support Guide is not at its zero position. Only when the Rear Guide is at its zero position, should the Sled be 
moved past its zero position (into negative range).  

Rear Guide at 1” position.  
Sled should not pass zero position. 

Rear Guide at zero position. Sled can move 
past zero position, into negative range. 
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Load Media into Feeder Section (Hopper)  
Place a stack of media into the hopper.  
Make sure that the stack is fanned so the bottom piece is closer to the separators then the top pieces.  
 
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
Tip: When loading an empty hopper. Place one piece of media so it is directly against the tips of the separators. 
Then place the fanned stack of media on top of this single piece. This will help to reduce the chance of double-
feeding (overlapping media) issues when you start feeding. 

Finding the Sweet Spot 
The amount of media that can be stacked into the Feeder Section is determined by the weight and size of the 
material.  
- The feeder section may not feed larger and heavier media when the stack is high. 
- The feeder section may not feed lighter media when the stack is low.  
To keep the printer feeding consistently (without miss-feeds or hesitations), you may need to reduce or increase the 
amount of media in the stack for a given media size/weight. 
 
 

 

 

 

CAUTION 
To avoid damage to feed rollers, make sure the Rear Media Support Sled does not make 

contact with the feed rollers. A safety stop plate, on the table top, is provided to help prevent 
this from occurring. However if you loosen the locking knob too much you may be able to 

accidently pass the Sled over this safety stop. 
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Using Printer Toolbox   
Once the “S Series Driver” is installed, you can access the Printer Toolbox remotely from a computer. You can 
check Printer status, monitor ink usage, perform diagnostic checks, print reports and run maintenance tasks on 
Printer from your computer. The Toolbox also has a more extensive list of functions not available on the 
Touchscreen and password protected access to a range of options for qualified service personnel.  
For Touchscreen functions, see previous Section titled “Using Printer Touchscreen”. 
 

Opening the Toolbox 
1. From you computer, open Start Menu. 

2. Click on Toolbox 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. If prompted, select the desired Printer from the “Available Printers” list 
 
NOTE: If only one “S Series Driver” is installed on your computer, the 
“Available Printers” list will not be displayed. 
If there is more than one “S Series Driver” installed on your computer, 
you will be prompted with a list of Available Printers.  
To open the Toolbox for a particular printer, select the desired printer 
from this list.  
 
Tip: To help identify the connection type and USB connection status, one of the following symbols will be 
displayed next to each of the “Available Printers” in the list. Valid for systems that have “S Series Driver” 
version R1.4.0 and higher installed. 

     USB – Not Connected 

     USB – Connected 

     Network (Ethernet)  

4. The Toolbox will open in a “web browser” window. 

 

 

  

AFM:ad5c2f9b0bd8 allformailers.com

Machines & Support: AllForMailers.com   866-430-2874     |     Parts & Supplies: SuppliesForMailers.com   866-471-6764

































SECTION 3 
OPERATING PRINTER 
 

78 

Printer Driver Properties 
Printer Driver works the same as any other Printer Driver for Windows. It does have some enhancements to help 
maximize the Printer's ability to print variable addressed pieces quickly and efficiently. 

Windows 8, 8.1, and 10: Once job is set up, click File, then Print. 
Window at right opens. Make sure S Series Driver is the selected 
Printer. Clicking Printer Properties opens “General” Tab window. 
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SECTION 4 – Software Setup Information  
General Software Setup Info 
Do NOT exceed the Min or Max media specifications of the printer: 

¶ Minimum paper size printer can feed: 3" wide x 4" height (length). 
¶ Maximum paper size printer can feed: 10.5" wide x 17" height (length). 
¶ Maximum print area for the printer:  8.77" wide x 40" height (length).  

NOTE: The printer driver and firmware will accept up to a 40” height (length), but the Rear Media Support 
Guide/Sled is not designed to support media of this length. 

 
Software/Driver Setup for media that is 3” to 8.77” wide: 
Select a matching “Media Size” from the pull-down list within the driver or use the “Custom Sizes” (Custom Media 
Size) button, within the driver, to set the paper width and height (length) to the dimensions of the media. Then set 
the paper size, within your software, to the same selection/dimensions set within the driver. 

Examples: 
8.5" x 11" document:  Select “Letter”, or set a Custom Media Size of 8.5" wide by 11" height (length), in software 
and S Series Driver. Set top, bottom, left and right margins to minimum values, or any margin you require. Set 
Portrait orientation in software and driver. 

# 10 envelope (4.13” W x 9.5” L) feeding short-edge first: Select “Env. Com10 4 1/8 x 9 1/2 in – Portrait”, in 
software and driver. Set top, bottom, left and right margins to minimum values, or any margin you require. Set 
Landscape orientation in software and Portrait orientation driver. 

Software/Driver Setup for media that is 8.78” to 10.5” wide: 
Select a matching “Media Size” from the pull-down list within the S Series Driver or use the “Custom Sizes” 
(Custom Media Size) button, in the driver, to set the paper width to 8.77” (max print width) and the paper height 
(length) to the actual length of your media. Then set the paper size, within your software, to the same 
selection/dimensions set within the driver. 

Examples: 
10" x 13" document:  Set a Custom Media Size of 8.77" W by 13" H (length) in driver and software. Set top, 
bottom, left and right margins to minimum values, or any margin you require.  Set Portrait orientation in driver and 
software. 

# 10 envelope (9.5” W x 4.13” L) feeding long-edge first: Select “Env. Com10 4 1/8 x 9 1/2 in – Landscape”, in the 
software and driver. Set top, bottom, left and right margins to minimum values, or any margins you require.  Set 
Landscape orientation in the software and Portrait orientation in the driver. 

If you plan to print a “full bleed” image, make sure the PDF file (artwork) is 
slightly larger than the media you plan to print onto. 
Be sure to create a Custom Media Size, in the driver, to accommodate the bleed area. 
You will also need to use the driver Layout feature (Top Adjustment) to move the 
image off the top of the media (set to a negative value) and set the “Purge Bar 
Position” to a larger positive value to allow the image to bleed off the trailing edge.  
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SECTION 5 – Maintenance  
General, periodic maintenance is needed to keep Printer in good working order. This section covers how to care for 
the Printer and Printer Components (Ink Tanks, Printhead Cartridge, Service Station, etc.). It also covers Ink Tank, 
Printhead and Sheet Separator replacement. 

Cleaning Printer and Printer Components 

WARNING! 
PRINTER IS A PRECISION MACHINE. CLEAN REGULARLY TO INSURE MANY 
YEARS OF SERVICE. BEFORE PERFORMING ANY MAINTENANCE, 
DISCONNECT MACHINE FROM ITS POWER SOURCE! 
DO NOT REMOVE SIDE COVERS! HIGH VOLTAGES PRESENT. 

Clean Printer regularly to remove accumulated paper dust and ink. Depending on types of media run, paper dust 
may accumulate inside Printer and on Transport. 

1. Turn Printer OFF and unplug it from power receptacle.  

2. Interior (feed table, media transport and Print Engine areas): Use a vacuum with a soft brush attachment or 
a can of compressed air to help loosen dust particles.  
 
CAUTION: Be careful around Print Platen & Drip Tray Assembly, as accumulated ink may splash onto 
other parts of Printer and cause damage to the system. 

3. Exterior (doors, covers and frame): Wipe clean with a lint-free cloth using any standard nonabrasive 
household cleaner that does not contain plastic-harming solvents. 

CAUTION 
NEVER SPRAY OR POUR CLEANERS DIRECTLY ON OR INTO PRINTER. 
EXCESS LIQUID COULD HARM ELECTRONIC PARTS. DAMPEN A LINT-FREE 
CLOTH WITH THE CLEANER AND APPLY IT TO PARTS TO BE CLEANED. 

 
 

Cleaning Feed Rollers and Forwarding Rollers 
Feed, Forwarding and Transport Rollers can become glazed with paper lint and ink from media.  
Clean regularly with a mild abrasive household cleaner on a damp lint-free cloth. 

NOTE: Avoid using solvents on Rubber Rollers. 
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SECTION 6 – Troubleshooting Guide  
Troubleshooting Guides are provided to assist in solving any problems that might occur with Printer. We tried to 
make them as complete as possible. The best advice we can offer is to make sure that system is set up properly, 
before attempting to troubleshoot any problem. 

Identifying & Solving Print Quality Issues 
The following section provides possible reasons and possible solutions for common Print Quality Issues  
 

Incompatible Paper Type 
The type of material you choose to print on can make a big difference in output quality and color vibrancy.  
¶ Media that is non-porous may not allow the ink to dry quickly, causing image offset and ink smearing 

issues. Ink can even puddle or pool on some non-porous surfaces. 
¶ Media that is too porous may absorb a lot of the ink, reducing color vibrancy. 
¶ Media that is too grainy (contains heavy fibers) may cause the ink to bleed making images fuzzy.  

 
For best performance, use Inkjet suitable materials such as: 
¶ Inkjet coated stocks - all types (recommended for best color output). 
¶ Copier Paper 
¶ Card Stock 
¶ Kromekote 
¶ Coated Paper - Gloss finish 
¶ Coated Paper - Satin finish 
¶ Coated Paper - Matte finish 

 
Avoid using the following paper types. 
¶ Color Laser Gloss 
¶ Digital Printer Gloss 
¶ Any Post Print Coated Substrate (aqueous, gravure or UV) 

 
 
 
Low Resolution Images/Graphics 
For best image quality, be sure to choose and use images with a high resolution when designing and creating your 
print jobs. Keep in mind that the printer cannot improve the resolution of an image. 
In general, scalable, vectorized art will produce the best images and color. 
Avoid using low resolution images, such as images you copied and pasted from a web site.  
If you choose/use an image with low quality, the printer will produce (print) a low image quality output. 
 
Compatible Graphic Types 
The printer and S Series Driver do NOT have any influence on the graphic type (png, jpg, tiff, etc.) that you can 
select and print. Compatibility is based on the software program being used to create and send the print job to the 
printer. Check software specifications for the types of graphics that your software program can handle.  
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Appendix A – Printer Specifications 
PRINT RESOLUTION Best: 1600 x 1600 DPI  

Normal: 1600 x 800 DPI  

SPEED  
(normal print quality 
burst speed) 

Over Speed OFF 
Up to 3,600 letter size pages per hour 
Up to 7,500 #10 envelopes per hour 
Over Speed ON 
Up to 4,500 letter size pages per hour 
Up to 9,400 #10 envelopes per hour 

- Speeds shown above do NOT include time taken to perform 
necessary pre/post job maintenance and mid job servicing. 

MEDIA SIZE 

Minimum: 3" W x 4" L (76 mm x 102 mm) 
  - optional accessories available for smaller media sizes 
Maximum: 10.5” W x 17” L (267 mm x 432 mm) 
  - up to 14.25” L (362 mm) for rigid material 
  - optional accessories available for longer media lengths 

PRINT AREA 8.77" W x 40" L (222.8 mm x 1016 mm) - including bleed area 

MEDIA THICKNESS 
Minimum: 0.004" (0.1 mm) 
Maximum: 0.4" (10 mm) 
- electronic thickness control via Touchscreen 

FEEDER CAPACITY Up to 575 #10 envelopes 

SOFTWARE Printer Drivers for Windows TM 7, 8, 8.1, 10 
RIP & Workflow software available 

INTERFACE USB 2.0 and Ethernet 

DISPLAY 7" Color Touchscreen Display 
- monitor and control printer via Touchscreen 

DATA STORAGE Up to 60 GB of onboard Printer storage for Job Library 
- reprint stored jobs via Touchscreen 

PRINT TECHNOLOGY 
Memjet® Thermal Inkjet 
- Memjet® Printhead (70,400 nozzles) 
- Memjet® water-based dye inks 

INK CAPACITY Five individual 250 ml Ink Tanks (CMYKK) 
Cyan (250 ml), Magenta (250 ml), Yellow (250 ml), Black (500 ml) 

FEEDER Top Load Friction Feeder Built-in 

TRANSPORT Pressure Roller Transport System with Starwheels 

ELECTRICAL 100-240 VAC, 50/60 Hz, 2.5 A 

DIMENSIONS 
(approximate) 

22” W x 33” L x 15” H (56 cm  x 84 cm x 38 cm) 
 - printer body (no guides installed) 
22" W x 40" L x 22" H (56 cm x 102 cm x 56 cm) 
 - with standard guides/accessories attached and fully extended 

WEIGHT ~120 lbs (54.4 kg) - printer with guides and supplies 

CERTIFICATIONS UL Listed. CE Declared. RoHS Compliant. 

OPTIONS 

Conveyor/Stacker, IR Dryer 
Extended Rear Media Support Guide 
Small Media Guide Kit  
RIP & Workflow Software 

All Specifications Subject To Change without Notice 

AFM:ad5c2f9b0bd8 allformailers.com

Machines & Support: AllForMailers.com   866-430-2874     |     Parts & Supplies: SuppliesForMailers.com   866-471-6764



APPENDIX 
 

 
127 

Appendix B – Supplies and Optional Hardware 
The following supply items and optional hardware are available from your Distributor: 
 

SUPPLIES PART # 
Printhead Cartridge M5PRINT 
Wiper Roller 123-2924 
Black Ink Tank (printer requires 2) M5K250 
Cyan Ink Tank M5C250 
Magenta Ink Tank M5M250 
Yellow Ink Tank M5Y250 
Ink Tank Set (CMYKK) M5PACK 
Waste Ink Tray Assembly 
(Tray with absorbent pad material) 123-2487 

Waste Ink Tray Pad  
(pad material only) 123-2491 

OPTIONAL HARDWARE PART # 

Conveyor/Stacker with Drop Tray  AS-CSD3 
Extended Rear Media Support Guide 
(Increases max. media length up to 19” for stiff media and up to 22” for flexible media) 47-116-06 

Magnetic Media Support Assembly  
(Allows additional options for feeding envelopes) 47-116-25 

Small Media Guide Kit 
(Reduces min. media size to 2” W x 3.5” L*) 
* 3.75” is minimum media length for positive roller to roller contact 

 
47-900-05 

Adjustable Exit Wheel Assembly Kit 
(Replaces existing Exit Cover and Exit Wheel Assembly) 47-900-10 

Media Retainer Guide Kit 
(Holds down uneven or wavy media to prevent binding and media jams) 47-900-15 

Catch Tray DT-420 
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Backup/Transfer Port 

Appendix C – Backup/Transfer Port 
NOTE: This port may NOT be present on all MACH 6 Printers.  
 
The USB port, located on the front of the printer, can be used to backup stored Print Jobs.  
Backed-up Print Jobs can then be transferred (uploaded) to another MACH 6 printer.  
 
NOTE: Stored Print Jobs are jobs that have been saved to printer memory for future use. See “Stored Jobs”, for 
more details on saving and using stored Print Jobs. 
 
ATTENTION: Do NOT attempt to load Print Jobs, such as PDF files, using this Port. System damage will occur. 
 
A technician may use this port to retrieve 
all system/job/debug Log files from the 
printer, so they can be archived for future 
troubleshooting purposes.  
Tip: Individual Job and Debug Log files 
can be accessed from the printer’s 
Toolbox (Service Menus). 
 
NOTE: Backed-up Print Jobs will be 
located under the \prns directory on the 
USB Flash Drive. Backed-up Log files 
will be located in the root directory. Log 
files are in a zipped (*.tgz) format. These 
files can be opened/unzipped using a zip 
file utility, such as “7-Zip”.  
 
This port is compatible with USB Flash Drives that have been formatted as “FAT32”. 
 
CAUTION: Do NOT connect devices, other than USB Flash Drives, to this port. 
 
When a compatible USB Flash Drive is connected to this port, you will be presented with the following  
“USB Storage Device Detected” screen. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Backup Logs – Use this feature to backup all system/job/debug Log files to the USB Flash Drive. 
Backup Print Jobs – Use this feature to backup all “stored jobs” to the USB Flash Drive. 
Upload Print Jobs – Use this feature to transfer all “stored jobs” from the USB Flash Drive to the printer. 
Quit – Tap to exit/close this menu. It is now safe to remove the USB Flash Drive. 
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Appendix D – Small Media Guide Kit  
The Small Media Guide Kit (part # 47-900-05) is an optional 
accessory. It allows for feeding of smaller, narrower media such as 
business cards (2” W x 3.5" L, 50.8 mm W x 88.9 mm L).  
NOTE: 3.5” minimum length may not work with all applications. 
3.75” is minimum media length for positive roller to roller contact.  
 
Recommended Printer Settings:  
Fast Feeding OFF. Over Speed OFF. Print Quality Best or  
Print Quality Normal with Half Speed ON. 

The Kit includes:  
(1) Side Guide Extension Assembly  
(1) Narrow Rear Guide  
(1) Thumbscrew  
(3) Phillips head screws 

Tools Needed: #2 Phillips screwdriver 

 

How to Install the Small Media Guide Kit 

1. [A] Use the three (3) screws (included) to attach 
the Side Guide Extension Assembly [B] to the 
inside of the right-hand Side Guide using the (3) 
predrilled holes in the Guide. 

2. Install the Narrow Rear Media Guide [C] by 
aligning the screw/pin with the hole on the left-
hand side of the Rear Guide [D].  

3. Secure the Narrow Guide to the Rear Guide using 
the Thumbscrew Knob [E] included in the kit. 
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Appendix E – Extended Rear Media Support Guide  
The Extended Rear Media Support Guide (part # 47-116-06) is an optional accessory.  

It extends the support range of long media up 
to 19” (482.6 mm) for stiff media and up to 
22" (558.8 mm) for flexible media. 

Included:  
(1) Extended Rear Media Support Guide plate 

Tools Needed:  
Phillips screwdriver 

How to Install the Extended Rear Media Support Guide 
1. Remove (2) screws [A] securing the original Rear 

Media Support Guide/Sled Assembly to the Center 
Plate. 

 
 
 
 
 

2. Remove the Locking Knob [B] to finish removing 
the Rear Media Support Guide/Sled Assembly from 
the printer. 
 
 
 
 
 
 
 
 
 
 
 
 

3. Remove the Locking Knob and (2) screws [C], securing the Sled and Support Nut [D] to the original Rear 
Media Support Guide. Be careful not to drop and loose the Support Nut. 
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Appendix F – Magnetic Media Support Assembly  
The Magnetic Media Support Assembly (part # 47-116-25) is an optional accessory.  

 
The Magnetic Media Support Assembly fits over the 
Center Plate Support Bar. A strong magnet holds it 
tight against the Center Plate. Allows feeding of 
envelopes bottom edge first (i.e., flap is on the on 
trailing edge) to prevent the flap from opening, 
catching or skewing the envelope. Helps prevent 
misprints and media jams.  
 
Use 1, 2 or more as needed for your print job.  
NOTE: It is strongly recommended that the Assembly 
be used in pairs. 
 
Magnetic Media Support Assembly (47-116-25) 
consists of one (1) of the items shown to the right.  
If you need two, please order two (2). 
 
 
 
Tools Needed: None 
  
 
To Install: 
Place the Assembly between Feed Rollers and over the Center Plate Support Bar, as shown below. 

  

Image above shows two (2) Assemblies  
(one up-side-down and one right-side-up) 

Image above shows two (2) Assemblies  

AFM:ad5c2f9b0bd8 allformailers.com

Machines & Support: AllForMailers.com   866-430-2874     |     Parts & Supplies: SuppliesForMailers.com   866-471-6764



APPENDIX 
 

 
133 

Appendix G – Adjustable Exit Wheels Assembly  
The Adjustable Exit Wheels Assembly (part # 47-900-10) is an optional accessory that must be installed by a 
qualified service technician.  
It permanently replaces the existing “Exit Transport Cover”. 

47-900-10 Exit Wheel Assembly Kit includes: 
(1) Right-hand Wheel Assembly  
(1) Left-hand Wheel Assembly  
(1) Exit Wheel Shaft  
(2) Mounting screws 

 

 
This optional accessory provides the ability to position the Wheel Assemblies so they avoid rolling over freshly 
printed surfaces, which can reduce or eliminate ink tracking and smearing. 
 

 
 
 
NOTICE: You may NOT need this accessory. You may be able to avoid ink tracking and smearing by unlocking 
(unlock, don’t open) the “Exit Transport Cover”.  Unlocking the “Exit Transport Cover” may NOT work for all 
applications, without causing feeding issues, which is why this accessory was designed and made available. 
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Appendix H – Media Retainer Guide Kit  
The Media Retainer Guide Kit (part # 47-900-15) is an optional accessory. 

 

Media Retainer Guides can be used to hold down uneven or wavy 
media as it feeds into the Printer, to help prevent media jams.   
They attach to the Media Thickness Cross Bar and adjust to fit 
media width. 

47-900-15 Media Retainer Guide Kit includes:  
(2) Media Retainer Guides. 

Tools Needed: None 

 

 

To Install: 
1. Attach the Guides [A] to the Media 

Thickness Cross Bar [B] as shown. 

2. The Guides should be spaced so they 
cover the outer edges of the media 
being fed. 
 
ATTENTION: Make sure the Guides 
[A] do NOT obstruct the Media 
Sensors, located within the 
Feeder/Entry Sensor Assembly [C]. If 
they do, move the Guides and/or the 
Feeder/Media Entry Sensor 
Assembly. 
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Appendix I – Catch Tray  
The Catch Tray (part # DT-420) is an optional accessory. 
 
DT-420 Catch Tray includes: 
¶ Catch Tray 
¶ Stop (Media Stop) 
¶ Stop Mounting Bracket 
¶ Mounting Screw (Thumb Screw) 

 
Tools Needed: None 

Attach Media Stop and Position Catch Tray 
 
1. With Catch Tray upright, reach under high side of Catch Tray with 

Stop Mounting Bracket. Position tab on Stop Mounting Bracket so 
it is at the high side of the Catch Tray and sticking through slot in 
Catch Tray, as shown.  
NOTE: Picture of Stop Mounting Bracket is from under-side of 
Catch Tray. 
 

2. While holding Stop Mounting Bracket in position, align Media 
Stop so tab on Mounting Bracket fits into Cutout in Media Stop.  
Align hole in Media Stop with threaded hole in Mounting Bracket. 
 

3. Secure Media Stop using Mounting Screw (Thumb Screw) as 
shown.  
  
  
  

4. Swing Side Guide up into position.  
   
   
  
  
  
  
  
  
  
 

5. Place Catch Tray at exit end of Printer. 
 

6. Loosen the Mounting Screw (Thumb Screw) and adjust Media Stop 
to accommodate Media length. 
 
Tip: For best performance, Media Stop should be set at a slight 
angle as shown.  

AFM:ad5c2f9b0bd8 allformailers.com

Machines & Support: AllForMailers.com   866-430-2874     |     Parts & Supplies: SuppliesForMailers.com   866-471-6764



APPENDIX 
 

136 

Appendix J – Service Station Maintenance  
 

 
It is very important that the components within the Service Station receive proper, routine maintenance.  
If not you may experience image quality issues and reduced Printhead life.  
Service station maintenance may include removing and cleaning the Capping Station and Wiper Motor Assembly. 
Cleaning the Service Station Tray and replacing the Wiper Roller. 
 

 

 

Service Station Component Identification:  
 
The Service Station consists of three major components. The Capping Station [1], Wiper Motor Assembly [3] and 
Service Station Tray [6]. The Capping Station [1] keeps the Printhead hydrated and protected when not in use. The 
Wiper Roller [2], attached to the top of the Wiper Motor Assembly [3], removes excess ink and debris from the 
Printhead. The Service Station Tray [6] captures and removes waste ink that is produced during the Printhead 
maintenance processes. The Non-Operator Side Bracket [5] contains a Siphon Hose that is attached to a pump that is 
used to remove the waste ink from the Tray [6].  It is important that all of these components are routinely and 
properly maintained in order to ensure proper Printhead performance. 

1. Capping Station 
2. Wiper Roller 
3. Wiper Motor Assembly 
4. Operator Side Bracket 
5. Non-Operator Side 

Bracket 
6. Service Station Tray 
7. Capping Station Inserts 

(2) 
8. Wiper Motor Assembly 

Springs (4) 
 

 
 

  

NOTICE 
Service Station Maintenance and Wiper Roller Replacement should only be performed 

by a qualified/trained person. Please contact your service representative to obtain 
training or to have them perform this service for you. 
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